Produktname:

Product Description

Schwarzes Leder Stahlkappe antistatisch ohne Schnulrsenkel SchweiRstiefel
Sicherheit

Artikelnummer:

W1015

Obermaterial und
Sohle:

Schwarz gepragtes Rindspaltleder, PU-Dual-Density-Sohle

1. Stahlkappe fir Schlagfestigkeit 200 Joule.

(Stahlzwischensohle)

Zehe: (ASTM F2413-05 M1/ 75 C/ 75, CE ENISO 20345 STANDARD, Eine Vielzahl
von passend zu wahlen von)
2. Nichtstahlzehe wird auch zur Verfugung gestellt.
1. Stahlplatte, die pannensicher bis 1100 Newton ist.

Stahlplatte : (ASTM F2413-05M |/ 75 C/ 75, CE ENISO 20345 STANDARD, eine Vielzahl von

Armaturen zur Auswahl)

2. Nichtstahlplatte wird auch zur Verfligung gestellt

Halsband: PU-Kunstleder

Stil: Keine Schndrstiefel

Futter: Air & Dry Mesh-Gewebe oder andere

Sockliner: Geformtes EVA, beschichtet mit Netzgewebe oder anderen Materialien
Konstruktion: PU Injektion

Hohe: 30 cm (Durchschnitt)

Grofe: 38-46 (4-12)

Garantie: 6 Monate

Paket: Farbe inneren kasten verpackung, 10 paare in einem karton
KartongroRe: 68 x 65 x 34,5 cm

Lademenge des
Containers:

1800 Paare / 1x20 'Behalter
3600 Paare / 1x40 'Behalter

Product Pictures










Embossed leather handle
Easy to wear welding boots

Embossed cow leather upper
Water proof, not easy to be broken

Padded velvet movable
Insole for soft & Shock
absorption

PU dual density sole,
Anti slip & oil resistant,
Abrasion resistant,
Heel energy absorption

CE standard steel toe cap CE standard steel Plate
Impact resistant 200 joules Puncture resistant 1100 newtons



