Product Name:

Product Description

Brown leather pu sole steel toe anti static water proof welding boots S3

Iltem No:

W1002

Upper and Sole:

Brown embossed cow split leather upper, PU dual density sole

1. Steel toe cap to be impact resistant .

Toe: (ASTM F2413-05 M I/75 C/75, CE ENISO 20345 STANDARD, A variety
of fitting to choose from)
2. non-steel toe is also provided.
1. Steel plate to be puncture resistant.
Steel plate : (ASTM F2413-05 M I/75 C/75, CE ENISO 20345 STANDARD, A variety of fitting

(steel midsole)

to choose from)

2. non-steel plate is also provided

Collar: PU artificial leather

Style: no lace welding boots

Lining: Air & dry mesh fabric or others

Sockliner: Moulded EVA coated with mesh fabric or others

Construction:

PU injection

Height: 30 cm (Average)

Size: 38-46 (4-12)

Guarantee: 6 months

Package: Color inner box packing, 10 pairs in a carton
Carton Size: 68 x 65 x 34.5 cm

Load quantity of
Container:

1800 pairs /1x20' container
3600 pairs /1x40’ container
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Abrasion resistant,

PU overcap :
double Protection

CE safety steel toe cap ' CE safety steel midsole
impact mimnt 200 joules puncture resistant 1100_ Newton.



