Product Description

glforggtgsl Anti scivolo olio acido resistente anti perforazione PVC sicurezza pioggia stivali punta acciaio
Oggetto 109

numero:

Colore: Tomaia nera con suola nera

Dimensione: EUR 38-47

Altezza: 35 c¢cm (Media)

Peso medio 2,2-2,3 kg per coppia

Materiale Materiale 100% puro PVC (facile da lavare)

Liner: Poliestere (tessuto facilmente asciugabile)

Costruzione

Iniezione di PVC

Standard

Soddisfare lo standard CE

Caratteristiche

1. Stivali in pvc resistenti all'acqua/acidi/alcali/olio/grasso, antiscivolo e antistatici.

2. la suola e resistente all'abrasione e Contract.

3. Protezione della caviglia, assorbimento di energia nella regione della sede del tallone,
rafforzamento della punta e del tallone.

4. punta in acciaio per essere resistente agli urti 200 joule.

5. piastra centrale in acciaio per essere resistente alla perforazione 1100 newton.

Garanzia: 5 mesi, qualita robusta e solida.

Pacchetto: 1 paio per sacchetto di plastica, 10 paia per cartone. o come vostre esigenze.
G.W./N.W.: 26 kg/ 24 kg

Tempo di . — . . .

consegna: Circa 40 giorni dopo ricevere il deposito.
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Production Process
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PROFESSIONAL SAFETY SHOE & RAIN BOOT FACTORY



PERSONAL PROTECTIVE EQUIPMENT
WORK SAFETY SOLUTION PROVIDER
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Safety Work Shoes PVC Rain Boots Military Army Boots Raif:r Coat/ Suit
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Work Garments Reflective Safety Vest Safety Work Gloves Safety Helmets
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Safety Harness Traffic Cone Warning Tape
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https://chin-workwear.com

