Product Description

Productnaam:

Tijger meester merk zwart lederen veiligheidslaarzen aan het werk

Item nr:

Tm1203

Bovenste en zool:

Bovenkant: reliéf gespleten koe leer
Sole: PU / PU Dual Density

Teen: 1. Steel Teen Cap om slagbestendig 200 joules te zijn.
2. Niet-stalen neus is ook aanwezig.

Midsole: 1. Stalen plaat om prikbestendig 1100 Newton te zijn.
2. Niet-stalen plaat wordt ook verstrekt

Halsband: Hoge dichtheid Oxford-stof

Tong: Hoge dichtheid Oxford stof en reliéfsleer

Voering: Air Mesh-stof (het wordt uw voeten comfortabel gehouden)

Sockliner: Gegoten Eva gecoat met air mesh stof of anderen

Bouw: PU-injectie

Certificering: Ce

Grootte: 38-46
CE EN ISO 20345: 2011 SB-P SRC of anderen.

Standaard: Olie / slip / Impact / Punctie Bestand, Antistatisch en waterbestendig
beschikbaar

Garantie: 6 maanden

Pakket: 1 paar per cOlor binnendoos verpakking, 10 paar per doos.

Kartongrootte 59 x 44 x33cm

Laadhoeveelheid van
de container:

3300 pairs / 1x20 'container
6600 pairs / 1x40'-container

Product Pictures










HGER MAS'I'ER SAFETY SHOES
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Emhossed split cow leather

Comfortable Insoles
Breathable

PU dual density sole
0il & ship resistant

Steel plate
Punchure Resistant




SAFETY SHOES TEST o

Flex Tester = 36,0007




Production Process

Finished Goods Packing Inspection
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PROFESSIONAL SAFETY SHOE & RAIN BOOT FACTORY



